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COLORADO AVENUE WATER MAIN REPLACEMENT
PHASE 1
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GENERAL NOTES

1. ALL CONSTRUCTION SHALL BE DONE IN ACCORDANCE WITH THE PROJECT SPECIFICATIONS AND APPLICABLE TOWN OF
TELLURIDE, UTILITY COMPANIES, AND MANUFACTURER’S SPECIFICATIONS.

2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING ALL NECESSARY PERMITS REQUIRED FOR THIS PROJECT PRIOR TO
START OF CONSTRUCTION FROM THE APPLICABLE UTILITY COMPANIES AND ANY OTHER GOVERNING AGENCY AS REQUIRED.
THE CONTRACTOR MUST COMPLY WITH THE PROVISIONS OF ALL PERMITS.

3. THE CONTRACTOR SHALL PROVIDE A CLEAR AND CONCISE RED LINE SET OF AS—CONSTRUCTED PLANS TO THE ENGINEER
PRIOR TO FINAL ACCEPTANCE. PLANS SHALL SHOW THE AS—BUILT LOCATIONS AND DEPTH OF ALL UTILITIES, AND FITTINGS
INSTALLED WHERE DIFFERENT FROM THE APPROVED PLANS.

4. PRE-CONSTRUCTION MEETING: A PRE—CONSTRUCTION MEETING MUST BE HELD BETWEEN THE CONTRACTOR, OWNER, AND
ENGINEER PRIOR TO ANY CONSTRUCTION ACTIVITIES.

5. DEPTH OF BURY: ALL PIPE WITHIN THE TOWN OF TELLURIDE R.O.W. SHALL BE BURIED 84" TO THE TOP OF PIPE. IF FIELD
CONDITIONS PREVENT FULL BURY DEPTH TO THE ABOVE PARAMETERS, THE CONTRACTOR SHALL IMMEDIATELY ADVISE THE
ENGINEER. THE ENGINEER WILL ADVISE THE CONTRACTOR ON ACCEPTABLE BURY DEPTH FOLLOWING CONSULTATION WITH THE
OWNER.

6. POLY ENCASEMENT: ALL FITTINGS, VALVES, FLEXIBLE COUPLINGS, AND REPAIR CLAMPS SHALL BE ENCASED WITH A 10 MIL
POLYETHYLENE IN ACCORDANCE WITH AWWA C—105 METHOD C.

/. JOINT RESTRAINT & THRUST BLOCKS: ALL FITTINGS AND ASSOCIATED PIPE LENGTH SHALL BE RESTRAINED PER THESE
PLANS. IN ADDITION TO THE RESTRAINED JOINTS, ALL PLUGS, TEES, VALVES, AND 90° BENDS SHALL HAVE CONCRETE THRUST
BLOCKS PER THESE PLANS.

8 DOWNTOWN WORK RESIRICTIONS: PHASE 1 CONSTRUCTION TO BE COMPLETED FROM APRIL 2009 TO JUNE 1ST 2009. IN
AN EFFORT TO MINIMIZE THE DISTURBANCE TO DOWNTOWN BUSINESSES DURING THE LATE SPRING TOURIST SEASONS, NO WORK
WILL BE ALLOWED ON SUNDAY; ACCESS TO ALL BUSINESSES WILL BE MAINTAINED AT ALL TIMES; CONSTRUCTION WILL BE
ALLOWED ON ONE (1) TOWN BLOCK AT A TIME WITH THAT BLOCK CLOSED TO VEHICULAR TRAFFIC; PROJECT WORK WILL
PROGRESS FROM WEST TO EAST.

9. WATER SERVICE MAINTENANCE: THE CONTRACTOR SHALL MAINTAIN WATER SERVICE AT ALL TIMES AND SHALL MINIMIZE
WATER SERVICE INTERRUPTION TO EXISTING WATER SERVICES DURING ALL CONSTRUCTION ACTIVITIES WITHIN THE PROJECT
AREA.  THE CONTRACTOR SHALL SUPPORT ALL SERVICE LINES FOUND IN CONFLICT WITH NEW WATER MAIN ALIGNMENTS
WHETHER OR NOT SHOWN ON PLANS. EXISTING WATER METERS SHALL REMAIN IN PLACE AND ARE NOT TO BE DISTURBED
AND/OR RELOCATED BY THE CONTRACTOR DURING WATER MAIN TRENCHING AND INSTALLATION OPERATIONS AND SHALL
REMAIN ACCESSIBLE FOR READING OR MAINTENANCE DURING CONSTRUCTION.

10. SERVICE RECONNECTIONS: — WHERE EXISTING WATER SERVICES ARE TO BE RELOCATED, THE CONTRACTOR SHALL BE
RESPONSIBLE FOR RELOCATING THOSE SERVICES TO THE NEW LOCATIONS AS SHOWN ON THE APPROVED PLANS. RELOCATION
WORK SHALL INCLUDE, BUT NOT BE LIMITED 10, NEW SERVICES SADDLES AND TAPS, NEW SERVICE PIPE, ANGLE METER STOPS,
BALL VALVES, TRACER WIRE, DETECTOR TAPE, SETTING NEW METERS, (PROVIDED BY THE CONTRACTOR) AND METER BOXES,
ALL WORK NECESSARY TO RECONNECT THE PRIVATE PLUMBING. ANY AND ALL WORK MUST BE IN ACCORDANCE WITH THE
PROJECT SPECIFICATIONS. THE CONTRACTOR SHALL SALVAGE ALL EXISTING METERS AND BOXES. ALL SERVICES ARE TO BE
TAPPED ON THE SIDE OF THE MAIN FACING THE PROPERTY THAT THE METER SERVES.

11. CUSTOMER NOTIFICATION: ~ CONNECTIONS OR TIE=INS TO THE EXISTING TELLURIDE WATER SYSTEM WILL NOT BE PERMITIED
ON ANY WEEKDAY PRIOR TO 9 AM. OR AFTER 11:30 AM. OR ON ANY SATURDAY OR SUNDAY UNLESS PRIOR APPROVAL HAS

BEEN OBTAINED IN WRITING FROM THE OWNER'S REPRESENTATIVE.

IF NEW CONSTRUCTION REQUIRES THE WATER TO BE SHUT OFF TO MAKE CONNECTIONS OR TIE=INS TO THE EXISTING SYSTEM,
THE CONTRACTOR SHALL PROVIDE ENGINEER AND OWNER A WRITTEN SCHEDULE OF THE PROPOSED TIE—INS OR CONNECTIONS
AT LEAST 48 HOURS PRIOR TO THE START OF SUCH WORK. HOWEVER, NO WATER SHALL BE TURNED OFF UNTIL ALL
AFFECTED WATER USERS HAVE BEEN NOTIFIED IN WRITING BY THE CONTRACTOR OF THE SCHEDULE. THE NOTIFICATION BY
INFORMATION CARD SHALL BE MADE NO LESS THAN 24 HOURS BEFORE WATER IS TO BE TURNED OFF. ALL SYSTEM "SHUT
DOWNS” MUST BE COORDINATED WITH THE ENGINEER AND OWNER. INFORMATION CARDS WILL BE DEVELOPED BY THE
CONTRACTOR AND APPROVED BY THE ENGINEER AND OWNER. THE INFORMATION CARD SHOULD PROVIDE A PHONE NUMBER
AT WHICH THE CONTRACTOR CAN BE REACHED 24 HOURS A DAY FOR WATER USER QUESTIONS AND INQUIRIES. SHUT OFF
SHALL NOT BE MADE TO ANY LINES SERVING CUSTOMERS DEPENDENT ON WATER SERVICES DURING OPERATING HOURS UNLESS
OTHER ARRANGEMENTS HAVE BEEN APPROVED BY THE ENGINEER. WORK INVOLVING THESE CUSTOMERS MAY BE REQUIRED AT
NIGHT OR ON WEEKENDS AND MAY REQUIRE INSTALLATION OF TEMPORARY WATER SERVICE LINES AND SERVICE CONNECTIONS..

IN THE EVENT OF DAMAGE TO AN EXISTING WATER MAIN, THE CONTRACTOR SHALL IMMEDIATELY NOTIFY TELLURIDE PUBLIC
WORKS. TELLURIDE WATER PERSONNEL WILL CLOSE ALL VALVES NECESSARY TO AFFECT REPAIRS. EMERGENCY REPAIRS
MADE BY THE CONTRACTOR SHALL BE PERFORMED UNDER THE SUPERVISION OF TELLURIDE PUBLIC WORKS. IF THE
CONTRACTOR FAILS TO ACCOMPLISH REPAIRS WITHIN A REASONABLE TIME PERIOD, TELLURIDE PUBLIC WORKS PERSONNEL WILL
DO THE WORK AND THE CONTRACTOR SHALL BE CHARGED FOR ALL COSTS INCURRED.

12. EXISTING UTILITIES:  UTILITY LOCATIONS ARE SHOWN ON THE PLANS FOR DESIGN PURPOSES ONLY. IN GENERAL, THE
LOCATIONS OF EXISTING MAJOR UTILITIES, ABOVE GROUND AND UNDER GROUND, ARE INDICATED ON THE DRAWING FOR
DRAFTING PURPOSES ONLY.

THIS INFORMATION HAS BEEN OBTAINED FROM UTILITY MAPS, FIELD SURVEY WORK AND FROM DESCRIPTIONS PROVIDED BY THE
VARIOUS AGENCIES INVOLVED AND REPRESENTS THE BEST INFORMATION AVAILABLE. ENGINEER AND OWNER DO NOT
GUARANTEE THE ACCURACY OR COMPLETENESS OF THIS INFORMATION AND IT IS TO BE UNDERSTOOD THAT OTHER FACILITIES
NOT SHOWN ON THE DRAWINGS MAY BE ENCOUNTERED DURING THE COURSE OF THE WORK. UNDER STATE LAW THE
CONTRACTOR SHALL CONTACT ALL UTILITIES IN ORDER TO DETERMINE THE LOCATION OF THEIR RESPECTIVE UTILITIES PRIOR TO
ANY EXCAVATION. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGES TO EXISTING UTILITIES AND SHALL BE
RESPONSIBLE FOR ANY NECESSARY REPAIRS AT HIS OWN EXPENSE.

IF THE PIPELINE PARALLELS A SEWER LINE, THERE SHALL BE A MINIMUM OF 10" SEPARATION. THE SEWER LINE SHALL BE
ENCASED WHEN MINIMUM REQUIREMENTS ARE NOT MET.

THE CONTRACTOR SHALL BE REQUIRED TO CONTACT THE UTILITY NOTIFICATION CENTER OF COLORADO (DIAL 811) TWO
WORKING DAYS PRIOR TO ANY EXCAVATION TO DETERMINE ACCURATE UTILITY LOCATIONS. THE CONTRACTOR SHALL KEEP ALL
UTILITY NOTIFICATION REQUESTS UP TO DATE AND COMPLY WITH APPLICABLE COLORADO STATUTES PERTAINING TO THE
UTILITY NOTIFICATION CENTER OF COLORADO.

13. OBSTRUCTIONS:  ANY OBSTRUCTIONS, INCLUDING, BUT NOT LIMITED TO, STAKES SET BY ENGINEERS, MAIL BOXES, GRAVEL,
ROCKS, TREES, SHRUBBERY, LAWN, LANDSCAPED OR OPEN AREAS, FENCES, EMBANKMENTS, CURBS, GUTTERS, UNPAVED
STREETS, ALLEYS, DRIVEWAYS, SIDEWALKS, DRAIN SPOUTS, PIPE LINES, SPRINKLER SYSTEMS, STORM DRAINS, SEWERS, HOUSE
CONNECTION SEWER, CONDUIT, UTILITY POLES, TRAFFIC SIGNS OR CONTROLS, ETC., SHALL BE SUPPORTED OR PROTECTED
FROM INJURY BY THE CONTRACTOR DURING CONSTRUCTION AND UNTIL COMPLETION OF THE WORK. IN THE CASE OF
SHRUBBERY AND LAWNS WHICH ARE REMOVED OR DAMAGED, IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO REPLACE
THEM, USING ACCEPTABLE NURSERY METHODS. IN ANY EVENT, HOWEVER, THE CONTRACTOR IS LIABLE AND RESPONSIBLE FOR
THE REPAIR AND REPLACEMENT OF ANY DAMAGED OBSTRUCTIONS WITH DUPLICATING MATERIALS AND GOODS IN AS GOOD OR
BETIER THAN THE ORIGINAL CONDITION, AS DETERMINED BY THE ENGINEER.

14. INSPECTION:  INSPECTORS EMPLOYED BY THE ENGINEER OR OWNER REPRESENTATIVE SHALL BE AUTHORIZED TO INSPECT
ALL WORK DONE AND MATERIALS FURNISHED. SUCH INSPECTION MAY EXTEND TO ALL OR ANY PART OF THE WORK AND TO
THE PREPARATION, FABRICATION, OR MANUFACTURE OF THE MATERIALS TO BE USED. THE INSPECTOR SHALL NOT BE
AUTHORIZED TO ALTER OR WAIVE THE PROVISIONS OF THE CONTRACT. THE INSPECTOR SHALL BE AUTHORIZED TO ISSUE
INSTRUCTIONS IN KEEPING WITH THE DESIGN INTENT OF THE PLANS AND SPECIFICATIONS. THE INSPECTOR SHALL NOT ACT AS
FOREMAN FOR THE CONTRACTOR; HOWEVER, THE INSPECTOR SHALL HAVE THE AUTHORITY TO REJECT DEFECTIVE MATERIALS
OR WORK. THE INSPECTOR ENGINEER SHALL BE THE SOLE INTERPRETER OF THE SPECIFICATIONS AND PLANS..

ITEMS OF WORK REQUIRING INSPECTION PRIOR TO BEING BACKFILLED OR OTHERWISE CONCEALED BY THE CONTRACTOR,
INCLUDE, BUT ARE NOT LIMITED TO, TRENCH DEPTH AND LOCATION, PIPE MATERIALS AND INSTALLATION, PIPE FITTINGS AND
INSTALLATION, THRUST RESTRAINTS, FIRE HYDRANT INSTALLATION, TEMPORARY PLUGS, TAPS AND TIE-INS, SERVICES, DRAIN
ASSEMBLY, BEDDING, AND DETECTABLE AND MARKING TAPE INSTALLATION.

ANY WORK DONE OR MATERIALS USED WITHOUT INSPECTION BY THE ENGINEER OR OWNER REPRESENTATIVE MAY BE ORDERED
UNCOVERED AND REMOVED OR REPLACED AT THE CONTRACTOR’S EXPENSE EVEN IF THE UNCOVERED WORK IS DETERMINED TO
BE ACCEPTABLE.

15. TRAFFIC CONTROL: THE CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTAINING TWO—-WAY TRAFFIC ON ALL STREETS
OTHER THAN THE TOWN BLOCK THAT IS UNDER CONSTRUCTION.

ABBREVIATIONS LEGEND
APPROX.  APPROXIMATE DESCRIPTION NEW  EXISTING
ASSY.  ASSEMBLY
cooTt COLORADO DEPARTMENT OF TRANSPORTATION
ELEV.  ELEVATION WATER LINE —W—
EOP.  EDGE OF PAVEMENT ELECTRIC LINE (UNDERGROUND)————
FL FLOWLINE
CALY CALVENIZED TELEPHONE LINE (UNDERGROUND)
HBP HOT BITUMINOUS PAVEMENT GAS LINE
LT LEFT
" VATCH LINE SANITARY SEWER LINE —SS—
0.D. OUTSIDE DIAMETER EXISTING CONTOURS
ROMW.  RIGHT OF WAY w
o7 RICHT WATER GATE VALVE by 2
STA STATION WATER METER H
WATER LINE TEE AND CROSS B
WATER LINE BENDS TiA it
CONTOUR INTERVAL = 1 FOOT
STEEL OR CONCRETE CASING FOR PIPE— ==
AIR RELIEF VALVE AND VAULT Q@

FIRE HYDRANT

PARKING VENDOR

POST / SIGN

SEWER MANHOLE

LIGHT POLE

LAMP BOX
PHONE BOX

MAILBOX

ALIGNMENT LINE TABLE

BUILDING

TREELINE

LINE #

LENGTH

DIRECTION

BEGIN STA

END STA TREE.

L1

452.05

N17° 51" 57°F

0+00.00

4+52.05 CONTROL POINT

L2

2650.27

S72° 06" 00

4+52.05

THRUST BLOCK

Lo [Es B0 / B¢

31+02.32

RESTRAINED JOINT *

®)

* RESTRAINED JOINTS — ALL FITTINGS AND
ASSOCIATED PIPE LENGTH SHALL BE
RESTRAINED PER DETAIL, SHEET D—2

PROJECT BOUNDARY
PHASE 1

ESTIMATED PROJECT QUANTITIES

/ /{,%M DESCRIPTION UNIT |  QUANTITY
WATER LINES
1 1" COPPER SERVICE LINE (BEYOND 10’ FOR EACH SERV/CE) LF 805
2 4” D.I.P. WATER LINES LF 86
3 6" D.I.P. WATER LINES LF 31
4 8" D.I.P. WATER LINES LF 80
5 10” D.I.P. WATER LINES LF 1527
6 8” OR 10” D.I.P. TEE OR CROSS (/NCL. FITTING, RESTRAINT & THRUST) EA 19
7 PIPE ENCASEMENT LF 80
WATER VALVES AND ACCESSORIES
10” GATE VALVES (/NCL. VALVE, BOX, RESTRAINT & THRUST) EA 6
9 8" GATE VALVES (/NCL. VALVE, BOX, RESTRAINT & THRUST) EA 6
10 6" GATE VALVES (/NC‘L. VALVE, BOX, RESTRAINT & THRUST) EA 1
11 4” GATE VALVES (/NCL. VALVE, BOX, RESTRAINT & THRUST) EA 9
12 2” AIR RELIEF VALVE & VAULT EA 1
WATER SERVICE RECONNECTIONS
13 SERVICE RECONNECTION TYPE A (EST 25%) @ EA 12
14 SERVICE RECONNECTION TYPE B (ESI 2527 @ EA 13
15 SERVICE RECONNECTION TYPE C (EST 5027 @ EA 24
16 EXISTING FIRE HYDRANT RECONNECTION EA 6
SEWER LINES
17 4” PVC SEWER SERVICE LINE REPLACEMENT LF 65
18 8” PVC SEWER LINE REPLACEMENT LF 200
MISCELLANEOUS
19 MILLING / ASPHALT PAVEMENT REMOVAL SY 1974
20 HOT BITUMINOUS PAVING TON 424
21 CONCRETE FLATWORK REPLACEMENT (S/DE WALK, V—PANS) SF 474
22 CONCRETE CURB AND GUTTER REPLACEMENT LF 51
23 REMOVAL & DISPOSAL OF UNSUITABLE SOILS (TA/L/NGS) cY 92
24 PROCESSING NATIVE TRENCH SOILS (2" AND 4" M/NUS) cY 3171
25 REMOVAL AND DISPOSAL OF TRENCH SPOILS (ROCK OVER 4”) cY 973
26 CLASS 6 ROAD BASE (TOP 2’ OF BACKFILL ON ALL MAIN TRENCHES) cY 605
27 FLOWFILL (TOP 2’ OF BACKFILL ON ALL SERVICE LINE TRENCHES) cY 362
28 TRAFFIC CONTROL LS 1
29 STORMWATER MANAGEMENT LS 1
30 MOBILIZATION / DEMOBILIZATION LS 1

@ EACH SERVICE RECONNECTION INCLUDES 10 FEET OF 17 COPPER SERVICE LINE
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‘ TELLURIDE MOUNTAIN
TITLE COMPANY
335 W COLORADO
~ FIRE HYDRANT RECONNECTION zX
,':nu.l STA: 15+99.51 n
& OFF: 9.98L |
O (1) 10" X 6” TEE
(2) 6” 45° ELBOWS L':
E (1) 6” GATE VALVE | 7 E
O TERMINATE NEW WATER LINE (1) REUSE HYDRANT SAN MIGUEL
R STA 15+65.01 SEE SHEET D~1 COUNTY SOURT “”
e OFF: 9.93 EXISTING SEWER SERVICE 305 W COLORADO X
W (1) 10" PIPE STUB OUT WITH CAP ! EXISTING S
§ SEE DETAIL SHEET D-2 . STORM INLET
- REPLACE 45+ LF SEWER SERVICE BUILDING PARK
S £ /“L/NE W 48 PVC 333 W COLORADO ARk \ ‘ ’J N
§ - / / NEW SEWER SERVICE CROSSING - T I -
ENCASE 10’ EITHER SIDE WATER LINE "_[\/] A
§§§ D’,ng/fJ “;/;EET o-e EXIST SEWER SERVICE CROSSING TIE TO EXISTING
54 AN STA: 16+77.43 /A 8" WATER LINE
1 — : . OFF: 10.481 (2) 8" 45" ELBOWS
; oz = = > y =S X w— EN\O
T ] i 7— S
TIE TO EXISTING STA: 18+75.20 N |
8" WATER LINE 4 \ NEW 1" WATER SERVICE SIA: 17450.54 S OFF: 11.731 ]
| | STA: 16+64.19 ; ” 7 (TYP) OFF: 10.821 NEW AIR RELIEF A [
: : NEW 1” WATER SERVICE NEW 17 WATER SERVICE ( ” ”
‘* | OFF: 10.38'L : 2 (1) 10" X 4" TEE VALVE & VAULT (1) 10" X 8” CROSS
| ST, torosog Off: 10.621 ot 10658 (2) 4” 45" ELBOWS OFF: 11.14L (2) 8" GATE VALVES RY)
‘u : 16+26.05 NEW 10" D.I.P ,,
" >y b ) OFF: 10.171 WATER LINE R O TIE TO EXISTNG 4" WATER LINE. A R ————— 4/l
f - A e R A A —— —_—— ayv '
e —— e §) e —— e —— - IR STA: 18+23.17 5 “‘\ A
STA: 15+90.87"Y ! OFF: 11.40'L TIE TO EXISTING L
OFF: 9.94L . = (1) 10" X 4" TEE 8” WATER LINE
(1) 10" X 8” CROSS ‘ 16+00 17+00 /7 18+00 (1) 4" GATE VALVE (2) 8" 45° ELBOWS A
(2) 8" 45° ELBOWS——  —=x7 /24— : — — ==z I (2) 47 45° ELBOWS Ay
(1) 8” GATE VALvES [FSEE=s 1 F - — T \ EXISTING 6” D.I.P COLORADO AVENUE TIE TO EXISTING 4" WATER LINE
o S : — , > o ¥ . WATER LINE CONTROL POINT 202
o ‘ —— i N: 50005.51 TR, P
Qi  — - B e e E: 49981.68 3 :
SL | g comeer new 47 5 g (TF %’ﬁ;’g’& PIPE TRENCH PAY LIMITS SEE DETAIL SHEET D—2 ELEV: 8787.23 ELE/, 52%2- gg
Q|<( | ! SEWER SERVICE TO REPLACE EXISTING STA 16481.83 . ' '
N-'G STV ¥ | VEW 8 PYC SEWER LINE 8" PUe SEWER LINE STA: 16481 ASPHALT 'T'—TOP PAY LIMITS SEE DETAIL SHEET D-2 /
MANHOLE ‘: ‘: STA: 16+11.26 - FOR SERVICE. LINE EXISTING 8 ©
'~u|‘\ STA- 15481 77 OFF: 3.77R CONNECT EXISTING o WATER LINE W
;(:I(,, OFF: 3.67R “’ ENCASE NEW SEWER LINE = R e e TRENCH PAY LIMITS S %
— ‘ 10’ EACH SIDE OF NEW _
'l_:,‘(: (2) 8” 45° ELBOWS 1 WATER LINE STA: 16+74.67 SEE DETAIL SHEET D—3 ==
m Q SEE DETAIL SHEET D—1 OFF: 4.00°R S
Al FIELD VERIFY LOCATION <O
E =
TIE TO EXISTING - / / \
8" WATER LINE =~
0
i VAN
e\ o
== X » — Y Y Y " EDGE OF Ve
™ GATE
ENTRY — = ENTRY ENIRY __CONCRETE
) ~ i (NO STEP) STAIRS STAIRS (NO STEP) (STEP UP) TILE SIDEWALK ENTRY CONCRETE SIDEWALK
I ﬁj UpP  DOWN HOLE—E—SHIRT X ENTRY ENTRY (NO STEP) SIDEWALK ~ WISHING
! 1S DOLLAR RENT L TELLURIDE REALTY N (STEP UP) (NO STEP) WELL N\
» A CAR 398 W COLORADO _ 324 W COLORADO w NEVASECA REALTY | RETAINING X
398 W COLORADO EMPYY % TELLURIDE PROPERTIES 300 W COLORADO i WALL
= UNIT 1WA Lot 300 W COLORADO | \
g | SUITE BI |
%] 398 W COLORADO 390 W COLORADO | OPEN WALKWAY ~
< UNDER ROOF "Lt,‘
PORCH T BPOE BLDG. BPOE BLDG. T 5\:)
EXISTING
MANHOLE X
320 W COLORADO S
BLDG BLDG
VERIFY WITH TOWN ON
SIZE AND TYPE OF N CALL UTILITY NOTIFICATION
EXISTING WATER LINE CENTER 'OF COLORADO
" CALL 2—BUSINESS DAYS IN ADVANCE
4 BEFORE YOU DIG, GRADE, OR EXCAVATE
FOR THE MARKING OF UNDERGROUND
A\ MEMBER UTILITIES
\
]
f \ / \ REVISIONS DATE DESIGNED ELK, PB
I G GEOTECH TOWN OF TELLURIDE T s
DATE 12/5/08
10 0 10 20 30 - . . PROJ. NO. 08-328
Lo taa ol | | | Civil, Structural & Geotechnical Engineers COLORADO A VENUE WA TER MA/N REPLA CEMENT - PHASE 7 DRAWING NUMBER
SCALE OF FEET 222 So. Park Ave. Montrose, Colorado 81401
CONTOUR INTERVAL = 1 FOOT 2 o bukhomess com 040 ASPEN STREET TO OAK STREET PLAN C—1
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EXISTING SEWER L':
CLEANOUT | | E
233 W COLORADO 231 W COLORADO “
227 W COLORADO 217 W COLORADO 213 W COLORADO 207 & 209 W COLORADO 205 W COLORADO 201 W COLORADO A P\E
! UCO
>\ §§§
, BOLLARD =X zX L NEW 1" WATER SERVICE
NEW 1" WATER SERVICE zX STA: 2049257
STA: 19+55.95 NEW 1" WATER SERVICE BOLLARD OFF: 10.76°L —
(J OFF: 11.04L STA: 19+89.82 EXISTING FACE OF CURB
OFF: 10.96'L
A XX /

A AN o
—ﬁ = BENCH| o =l
Q

==
A% EINC =<
BLNCH, LEJ E‘/ X
C EENCH g 4" WATER SERVICE RECONNECTION
Q —o— Qq RQ —o

/

STA: 21+20.93

m' (T\n— ‘
NEW 17 WATER SERVICE \ / ) i ?7/35707% L
STA: 19+21.14 NEW 10" DLLP. 6 2) 4" 45ELBOWS
OFF: 11.30L WATER LINE (2)
\ w w w w w W =<
/1N 7 X A E 4 . i, __
S I W E— e I —
N
Vi
NEW 1” WATER SERVICE \_ EXIST 67 DLP
STA: 19+28.73 o
19+00 A B WATER LINE 20+00 21400 X ROAD_CENTERLINE
© | T I i T i COLORMDO AVENVE = -
iy FIRE HYDRANT ., TIE TO EXISTING Ly Q
= RECONNECTION NEW 1" WATER SERVICE NEW 1~ WATER SERVICE NEW 1” WATER SERVICE GATE VALVE =+
S5 $ STA: 19+04.38 STA: 20+21.83 STA: 20+63.64 STA: 21+16.24 S
_— OFF: 11.581 PIPE TRENCH PAY LIMITS OFF: 10.89' OFf: 10.601 OFF: 10.671 =N
S < (1) 10" X 6" TEE SEE DETAIL SHEET D-2 S<
§ a ((72)) 66"" igEEL\?ém\g ASPHALT ‘T'—TOP PAY LIMITS ﬁ?ﬁ“ 7227%0@5 SHRYICE g%y 72”0%;%?7 SHRUCE § “
(1) REUSE HYDRANT SEE DETAIL SHEET D-2 OFF- 10.927] OFF: 10.85'
SEE SHEET D—1 = = = = = =
FOR SERVICE LINE \_EX/ST 4” D.I.P.
ASPHALT 'T'—TOP AND WATER LINE
TRENCH PAY LIMITS
SEE DETAIL SHEET D-3
/ N / N\ N\ N
X[E % [E]
ENTRY ENTRY TLE ENTRY
ENTRY ENTRY ] (STEP UP) (STEP UP) ENTRY PLANTER (NO STEP)
CONCRETE (STEP UP) (STEP UP) ENTRY (STEP UP) Box ENTRY
\ SIDEWALK | 5% pye g%gg;c ENTRY 3 ENTRY ENTRY (NO STEP) — (STEP UP) ‘
' x4 (STEP UP) 3 (NO STEP) (NO STEP) INCLINE FROM — FENCE —
3 y (%25;/24 - NTRY SIDEWALK TO STAIRS STAIRS pOST thn'
‘ ENTRY 8'x5' DOWN ~ UP
gg/f/g RgFT - SUNSHINE PHARMACY TELLURIDE REAL BOUNTY HUNTER ;; (NO STEP) BLACK BEAR ZIA SUN ROCK—ﬂ\ S
236 W COLORADO ESTATE CORPORATION 226 W COLORADO w INCLINE FROM TRADING COMPANY 216 W COLORADO %)
SIDEWALK 235 W COLORADO BUILDING S BETWEEN THE SIDEWALK TO 218 W COLORADO Q-
S — CTANDPIPE COVERS BOOKS FINISH FLOOR N
GRATE COVERING MUSIC & ESPRESSO ELINOFF & CO. EXCELSIOR CAFE
WINDOW 5.5 FEET 224 W COLORADO ER ART & JEWLERY 200 W COLORADO
BELOW SURFACE ENTRY 204 W COLORADO
(STEP UP)
CALL UTILITY NOTIFICATION
N CENTER OF COLORADO
81 1 OLD WORLD FLOWERS
210 W COLORADO
CALL 2—BUSINESS DAYS IN ADVANCE
BEFORE YOU DIG, GRADE, OR EXCAVATE
FOR THE MARKING OF UNDERGROUND
¢ EMBER UTILITIES
5
f \ f \ REVISIONS DATE DESIGNED ELK, P.B
A0 []; GEOTECH TOWN OF TELLURIDE  pae
DATE 12/5/08
PROJ. NO. 08-328

10 0 10 20 30
Lot | | |
SCALE OF FEET

CONTOUR INTERVAL = 1 FOOT

COLORADO AVENUE WATER MAIN REPLACEMENT — PHASE 1 ORANING NOVEER
OAK STREET TO FIR STREET PLAN C—-2

\ j OF <>

Civil, Structural & Geotechnical Engineers
222 So. Park Ave. Montrose, Colorado 81401

970-249-6828 Fax. No. 970-249-0945
www.buckhorngeo.com
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l_
L\J MAJOR TELEPHONE _
o // CONDUIT CLUSTER Ly
Qc - 135 W COLORADO 133 W COLORADO o
2
T 191 W COLORADO 127 W COLORADO 121 W COLORADO 119 W COLORADO 115 W COLORADO 109 W COLORADO 105 W COLORADO 101 W COLORADO =
Y
o = PY |
T X
zX A X
J Y /N X [§] X
PARN
. Y Y[F] ) y B . . $ s S
S) \\\ ) sk =& ke =2 :
. 7 ( N \ \ N
e s
: 10, STA: 22+58.02
(1) 10” X 8” TEE OFF: 10.74'L , , (TYP) NEW 1" WATER SERVICE
” -1 NEW 1" WATER SERVICE 6 ” ,
(1) 10" GATE VALVE NEW 10" D.LP NEW 1" WATER SERVICE STA: 23+37.58 NEW 1° WATER SERVICE ~ NEW 1" WATER SERVICE NEW 1" WATER SERVICE STA: 24+31.17
(1) 8" GATE VALVE X Y : o STA: 23+56.56 STA: 24+03.67 STA: 24+27.31 OFF: 11.10L
WATER LINE STA: 23+03.03 OFF: 10.92 : . , , L LA -
OFF- 10831 OFF: 10.941 OFF: 11.04L OFF: 11.09 )
7 \ W w W+ W w w w w 4+ W W w = W—— 7
C wv
™ >4
— 24400 ENCASE NEW WATER LINE
A 22400 FIRE. HYDRANT RECONNECTION COLORADO AVENUE 25+00 a ROAD CENTERLINE : 10 EACH SIDE OF EXISTING
S OFF: 10.58L STA: 22+28.52 WATER LINE OFF- 10,86 OFF: 11.06'L SEE DETAIL SHEET D—1 W9
-3 o (1) 10" X 6" TEE OFF: 10.68'L 2 (1) 10" x ¢ TEE (1) 107 X 47 TE WN
S (2) 6” 45" ELBOWS (1) 10" X 4” TEE (1) 4" GATE VALVE (1) 4" GATE VALVE Sy
=N 8”X6” REDUCER (1) NEW 6" GATE VALVE (1) 4" GATE VALVE PIPE TRENCH PAY LIMITS TE TO EXISTING 4" WATER LINE TIE TO EXISTING 4” WATER LINE <~ &
S < (1) REUSED HYDRANT TIE TO EXISTING 4” WATER LINE SEF DETAIL SHEET D=2 O
kK ~ =
5 SEE SHEET D—1 SALVAGE EXISTING ISOLATION EXISTING 4” GATE VALVE , <0
= — TIE TO EXISTING 6" VALVE FOR TOWN USE ASPHALT 'T—TOP PAY LIMITS 70 BE REMOVED EXISTING 47 CATE WAL S
D.L.P. WATER LINE (VERIFY LOCATION) SEE DETAIL SHEET D=2 (FIELD VERIFY LOCATION) (FIELD VERIFY LOCATION)
CONTROL POINT 7 FOR SERVICE LINE
N: 49907, 71 ASPHALT 'T—TOP AND
[ £ 50285.50 TRENCH PAY LIMITS \EX/ST/NG 4" D.IP.
WATER LINE
|_
011 EXX X
A
< PV
ENTRY ENTRY
ENTRY
': (STEP UP) (NO STEP) (NO STEP) ENTRY
J T ENTRY STAIRS (STEP UP)
x (NO STEP) | DowN i EXISTING BUILDING
2 INCLINE FROM SDEWALK STANDPIPE I
Qc SIEWALK 10 (NO STEP) LAS MONTANAS
= FINISHED FLOOR BLACKMORE ~
iy SHIRTWORKS SHg‘gt/;g%/\//VDCO WALK—THRU CHATEAU MORTGAGE G Ag e RESTAURANT OF Ly
Cﬁ;LOLUSI%%L%%a%Tg ENTRY 7ng WTECLéZJgf/?% 0 100 W COLORADO SIDEWALK 100 W COLORADO 100 W COLORADO TELLURIDE '3\:4
(NO STEP) 100 W COLORADO N
OPEN
WILDERNESS WONDERS
- 126 W COLORADO SIDEWALK =
5 oy
MALL W/VARIOUS
N CALL UTILITY NOTIFICATION mogfﬁggfggjw
CENTER OF COLORADO
WALK
A THROUGH 81 1
CALL 2—BUSINESS DAYS IN |ADVANCE
BEFORE YOU DIG, GRADE, OR| EXCAVATE
e | FOR THE MARKING OF UNDERGROUND
o MEMBER UTILITIES
f \ f \ REVISIONS DATE DESIGNED £k Pﬁ
BUCKHORNE L LT TOWN OF TELLURIDE L
DATE 12/5/08
10 0 10 20 30 PROJ. NO. 08-328
Lo taa ol | | | Civil, Structural & Geotechnical Engineers COLORADO A VENUE WA TER MA/N REPLA CEMENT - PHASE 7 DRAWING NUMBER
SCALE OF FEET 222 So. Park Ave. Montrose, Colorado 81401
970-249-6828 Fax. No. 970-249-0945
CONTOUR INTERVAL = 1 FOOT o bUskhomeon. oo FIR STREET TO PINE STREET PLAN C_J
k % \ J OF <> DWG&J




SPRUCE STREET

Civil, Structural & Geotechnical Engineers

SCALE OF FEET
CONTOUR INTERVAL = 1 FOOT

222 So. Park Ave. Montrose, Colorado 81401
970-249-6828 Fax. No. 970-249-0945
www.buckhorngeo.com

A RN

PINE STREET TO SPRUCE STREET PLAN

_/

3 97
L'J N
n
W 101 £ COLORADO 109 E COLORADO 115 & 117 E COLORADO 123 £ COLORADO PARK 131 E COLORADO 133 £ COLORADO 137 E COLORADO Ak
<
Q
EXISTING 4” D.I.P.
(" WATER LINE - — o — — =
} NEW 1” WATER SERVICE
STA: 26+58.91
NEW 1”7 WATER SERVICE ;}?ZE NEW 17 WATER SERVICE OFF: 11.18L v
. STA: 25+85.63 y STA: 25+90.52 A 12 208 ‘[(B]
7 () [EX == OFF: 11.181 ‘ , OFF: 11.181_ _ :
\ [ |
N N\ TIE TO EXISTING 8”
WATER LINE
NEW 17 WATER SERVICE (2) 8" 45° ELBOWS
5 (TYP) ) NEW 1” WATER SERVICE STA: 26+55.17 i .
] NEMM//A ;gR %//; STA- 9518064 OFF: 11.207 NEW 1" WATER SERVICE NEW 17 WATER SERVICE
\ OFF- 11181 STA: 26+71.92 STA: 27+11.23
OFF: 11.18 OFF: 11.20
+ w w w w i w \ w w w w w W W
W STA: 25+55.98 w N2
>4 . : FIRE HYDRANT RECONNECTION 54 P
B Ot 11781 q STA: 27+53.55
(1) 10” X 4" TEE ; >
., OFF: 11.171
25+00 (1) 4" GATE VALVE &7 26+00 COLORADO'\ AVENUE 27+00 (1) 10" x 6" TEE STA: 27+69.54 A
/2N | _TIE TO EXISTING 4” LINE | = | = = i (1) 6” GATE VALVE ORI 208 F o
SiA: 24+81.21 FIRE HYDRANT RECONNECTION R YRR » (2) 6° 45" ELEOUS O eane e T > Q
» » STA: 25+06.99 WATER LINE (2) 8" GATE VALVE < +
W (1) 10” X 4" TEE D 11171 SALVAGE EXISTING ISOLATION S
<+ (1) 10" GATE VALVE (1) 10” X 6" TEE  PIPE TRENCH PAY LIMITS SEE DETAIL-SHEET D—2 VALVE FOR TOWN USE - &
S (2) 47 45° ELBOWS (1) NEW GATE VALVE FASPHALT 'T'—=TOP PAY LIMITS SEE DETAIL SHEET D-2 WATER LINE :; N
X e T0 EXISTING 4 (1) REUSED HYDRANT (2) 8" 45° ELBOWS s
<0 WATER LINE B SEET Dot FOR SERVICE LINE
= = ASPHALT "T'=TOP AND = = CONTROL POINT 206
TRENCH PAY LIMITS N 49793 39
SEE DETAIL SHEET D-3 C. 50856 45
ELEV: 8766.64
/ N / _
e A
P E A & LXE |
i - - - Y] L ‘ 2
X X STAIRS IRON
ENTRY DOWN
ENTRY BUILDING ENTRY ENTRY ENTRY ENTRY ENTRY (STEP UP) ((SET/,;/;RJP ) POLE CONCRETE o |
(NO STEP) RECESS (NO STEP) (NO STEP) Woop FENCE (NO STEP) (STEP UP) (STEP UP) ‘ | SIDEWALK “
ENTRY (NO STEP) INCLINE FROM ENCLOSING CONCRETE 132 E COLORADO DIRT PLANTER BOX
(NO STEP) | INCLINE FrOM SIDEWALK TO PATIO AREA INCLINE_ TO PROSTPECT W/RO
SIDEWALK FRONT DOOR DOor REALTY
H | 134 E COLORADO WOODEN N ©
SIDEWALK
~ BROWN DOG BIOTA REALTY RUSTICO DOWN TO SHAQG%ZZ%ACE TELLURIDE FTLHYE%EOOT/?/ & PATIO ROCK
EARTH GALLERY SIDEWALK
i 100 £ COLORADO FlzzA 112 E COLORADO 114 £ COLORADO 192 £ COLORADO ENTERTAINMENT satoon—o (NO STEF)
110 £ COLORADO PATIO STORE OF FINE ART
S RUSTICO 126 £ COLORADO 130 £ COLORADO (DOWN STAIRS)
(7)) PATIO (OPEN) 132 E COLORADO
Ly (CLOSED)
S
CALL UTILUITY NOTIFICATION
N CENTER OF COLORADO
CALL 2—BUSINESS DAYS IN ADVANCE
BEFORE YOU DIG, GRADE, OR EXCAVATE
FOR THE MARKING OF UNDERGROUND
Lt MEMBER UTILITIES
f \ f \ REVISIONS DATE DESIGNED ELK, P.B
I G GEOTECH TOWN OF TELLURIDE T s
DATE 12/5/08
L ° L i iy COLORADO AVENUE WATER MAIN REPLACEMENT — PHASE 1
DRAWING NUMBER

C—14

OF <>

DWGSJ




SPRUCE STREET

3
T &
o ()
o o >
Q
S
ek 201 E COLORADO 205 F COLORADO 209 E COLORADO 215 E COLORADO 215 E COLORADO 217 E COLORADO 219 E COLORADO 221 E COLORADO 223 E COLORADO s
TIE TO EXISTING SEWER LINE
— = iy — i e ] :% B STA: 30+65.22
NEW 1” WATER SERVICE BEZ e $50K= OFF: 42.47
NEW 1” WATER SERVICE ~ 3X NEW 1” WATER SERVICE STA: 29+17.65 , =X ENCASE NEW SEWER LINE
® STA: 28+26.52 STA: 28+69.41 Off: 10.96L NEW 1" WATER SERVICE N 10’ EACH SIDE OF NEW
= <z Y o OFF: 10.871 o
\ . XX \ y / TERMINATE NEW
/\\ | > \ (/\\ - WATER LINE
, NN ) STA: 30+87.18
" NEW 1” WATER SERVICE i NEW 1” WATER SERVICE . ;
NEW 1” WATER SERVICE , NEW T HATER SERVIC ( STA: 29+13.10 NEW 1" WATER SERVICE T4 2948087 ( OFF: 9.891
) STA: 28+22.24 NEW 10" D17 ; 261650 . OFF 10,997 STA: 29+37.17 \ OFF. 10,597 , (1) 10" PIPE STUB
STA:OFi9+7079bfi STA: 29+37.86 W 10" DL STA: 30+37.89 OFF 9.927 SEE DETAIL SHEET D-2
11, OFF: 10.83° WATER LINE OFF: 10.20L (1) "70”)( 6" TEE
Y (1) 10" GATE VALVE N: 4962349
E: 51165.70
w i+ w w L w T
WV [ |
>4 5 LF OF 10” D.IP.
\\\_ g 3 COLORADO AVENUE
28400 EXISTING 6” D.I.P. 29400 30+00 31+0
| , = — WATER LINE , z , _ ,
STA: 29+23.40 EXISTING 4” GATE VALVE FIRE HYDRANT RECONNECTION = EXISTING 6” DLP
o OFF: 10.93 TO BE REMOVED STA: 29+77.47 STA: 30+54.51 WATER LINE
S NEW 1” WATER SERVICE (1) 10" X 4" TEE NEW 17 WATER SERVICE OFF: 10.57'L OFF: 10.10L
Lél (> STA: 28+18.91 PIPE TRENCH PAY LIMITS (1) 4” GATE VALVE STA: 29+31.10 (1) 10" X 4" TEE (1) 10" X 6” TEE 31+02
S OFF: 11.59' SEE DETAIL SHEET D-2 (2) 4” 45° ELBOWS OFF: 10.88'1 (1) 4” GATE VALVE (2) 6” 45° ELBOWS EXISTING 6”
+ N TIE TO EXISTING 4” WATER LINE - (TYP) TIE TO EXISTING 4” WATER LINE (1) NEW GATE VALVE GATE VALVE
O=x EXISTING 4” GATE VALVE 2 (1) REUSE HYDRANT TO BE REUSED
e 5 ASPHALT "T'—TOP PAY LIMITS T0 BE REMOVED CONTROL POINT 207 SEE SHEET D=1 STA: 30+82.09
s > SEE DETAIL SHEET D-2 (FIELD VERIFY LOCATION) ;\ lt\'/ ;gggggg OFF: 4.87)
ELEV: 8764.53 ) (1) 6" X 6" TEE
FOR SERVICE LINE (1) 67 GATE VALVE
ASPHALT °T'—TOP AND TIE INTO EXISTING 6” WATER
TRENCH PAY LIMITS LINES HEADING EAST & SOUTH
SEE DETAIL SHEET D-3
; o / : EXISTING 4” D.I.P. L @ ﬁ N EXISTING 6" D.1.P
EXISTING 4" D..P.__7 LP.
E] = & WATER LINE 1 XX WATER LINE WATER LINE
- —— N |'E'_\L| \ Lo d —-
—— —— BRICK BRICK ENTRY ‘L
EaA 5 i) s e
X (NO STEP) WALK THRU ENTRY ‘ (NO STEP) :Q TIE TO EXISTING SEWER LINE
(NgNZ?T EP ) (STEP UP) STA: 30+65.77
BUILDING g%ﬁ/\%ﬁﬁ% OFF: 47.15R
‘ STANDPIPE BANK OF TELLURIDE
p ACE HARDWARE PAN HANDLER THE Ngl‘j“/L‘g’/“A’/VG‘/UAN DAKOTA HOME TELLURIDE TIMES 238 £ COLOPADO US BANK | =
200 E COLORADO 220 E COLORADO 290 E COLORADO FURNISHINGS BUILDING 238 E COLORADO REPLACE EXISTING [y,
220 E COLORADO 224 £ COLORADO V-PAN (6’-5’) XK
MATCH EXISTING GRADE *
>
Q
3
S
CALL UTILITY NOTIFICATION ‘
CENTER OF COLORADO N
CALL 2—BUSINESS DAYS IN ADVANCE
BEFORE YOU DIG, GRADE, OR EXCAVATE
FOR THE MARKING OF UNDERGROUND
MEMBER UTILITIES
AL
f \ f \ REVISIONS DATE DESIGNED ELK, PB
DRAWN PJ/BMB
TOWN OF TELLURIDE OATE 12,7508
PROJ. NO. 08-328

10 0

10
|

20 30

SCALE OF FEET
CONTOUR INTERVAL = 1 FOOT

Civil, Structural & Geotechnical Engineers
222 So. Park Ave. Montrose, Colorado 81401

970-249-6828 Fax. No. 970-249-0945
www.buckhorngeo.com
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COLORADO AVENUE WATER MAIN REPLACEMENT — PHASE 1

SPRUCE STREET TO WILLOW STREET PLAN

_/

DRAWING NUMBER
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CONCRETE COLLAR TO BE USED

24”8 FROST PROOF MANOLE RING & WHEN VALVE BOX IS LOCATED WITHIN
COVER LABELED "WATER” MAINTAINED UNPAVED AREA.
BALL VALVE EXISTING FIRE HYDRANT
INSIDE METER BOX 4870 LID SLAB, H-20 LOAD RATING TOP OF CONCRETE COLLAR (15 INCH RADIUS) UNPAVED
FINISHED GRADE FINISHED  GRADE 6" VALVE BOX
. | / AIR RELIEF VALVE \ fAND e BoX
: CURB
T T g i s ‘ NS T S A VALVE 80X I ROADWAY
48"¢ X5, LON * N ™M g nln nln
conee 3 onEals SCREEN SHALL BE ATTACHED ST (25 o - (REPLACE WHERE =N
WITH A STAINLESS STEEL L S INDICATED ON PLANS) T Sl
BARREL SECTION ©
L HOSE CLAMP. —
B REMOVE PLUG J \/_ ) —— — o 2
. AND INSTALL CONCRETE COLLAR (2’ SQ.) o
© /P/r COCK OR ONLY IN ROAD SHOULDER (MAINTAINED) .
— BALL VALV RISER PIPE SHALL BE
~__ 0 INSTALLED VERTICALLY. THE RISER_PIPE MUST FIT
TEE WITH PLUG
TRACER WIRE N N BOTTOM OF z OPERATING NUT SHALL BE LOOSELY INSIDE VALVE BOX % PAYLIMIT OF TRENCH
oRp. STOP N CENTERED IN THE RISER PIPE. 3 >
CORP. STOP ' . CONTINUOUS LENGTH OF 8
, CONCRETE BRICK S RISER PIPE. RISER PIPE & TE T0 EXISTING
\2’_0” DEEP, 3/4” GRAVEL = g;/éLTL/RB(I)ENADJUSTABLE NEW WATER MAIN > FIRE HYDRANT
SUMP—FULL’ LENGTH AND o TOP_OF ' BOND BREAKER = | ATERAL
WIDTH AND UNDER VAULT Q OPERATING NUT ? % BEFORE CURB
RUN COPPER PIPE AT A 1:12 o N
4" TOP OUTLET SLOPE FROM OUTLET TO VAULT x| CATE VALVE PER PLANS : Q 2’
BEFORE RISING l e
WHEN USING PVC PIPE . R, -
WATER MAIN A 2" SERVICE CLAMP STAINLESS STEEL BOLTS, TYP. CORE BLUE BOLTS RN = —I
MAY BE USED. EXTRA LONG (TYP) il EXISTING 6” PIPE |
I —— DUCTILE IRON PIPE
BACKFILL PER SPEC.
NOTES ! =
A STEEL SUPPORT POST MUST BE USED. THE POST MUST BE OF SUFFICIENT LENGTH TO A |8 AN POLY ENCASEMENT: AL FITTINGS, CONCRETE THRUST BLOCKS RESTRAINED JOINT COUPLING
SUPPORT THE BALL VALVE. VALVES, FLEXIBLE COUPLINGS, AND
REPAIR CLAMPS SHALL BE ENCASED LIMITS OF EXISTING FIRE HYDRANT
FLANGE INSULATING KIT MUST BE TESTED TO CONFIRM ISOLATION BEFORE BACKFILL. INCLUDE TEST RESULTS dl |k 4|1k WITH A 10 MIL POLYETHYLENE IN RECONNECTION (NEW CONST.)
IN FINAL CORROSION REPORT. ACCORDANCE WITH AWWA C—105 - (SEE_PLAN) -
— — —4| | METHOD C " RESTRAIN ALL JOINT CONNECTIONS
AT IS TR SR AR W D ST S0 000, E |
SHALL BE ATTACHED TO THE AIR RELIEF LINE WITH TAPE OR WIRE TIES AT 1’ INTERVALS. A 6” COIL OF CONCRETE COLLAR TO EXIEND 1O FINISHED GRADE \
WIRE SHALL BE LEFT IN THE METER BOX. WHEN INSTALLED IN CONCRETE PAVEMENT. DUCTILE IRON FIRE HYDRANT RECONNECTION
1/2” BITUMINOUS JOINT MATERIAL SHALL BE INSTALLED FLANGE CONNECTION

SEE PLAN FOR LOCATION
NOT TO SCALE

BETWEEN CONCRETE COLLAR AND CONCRETE PAVEMENT.

e e e TYPICAL VALVE DETAIL

NOT TO SCALE SEE PLAN FOR VALVE SIZE, PIPE SIZE AND LOCATION

NOT TO SCALE

EXISTING ASPHALT EXISTING ASPHALT

- g SAW-CUT OR ROTOMILL < SAW-CUT OR ROTOMILL
EDGE OF 'T'—TOP EDGE OF "T—TOP
MILLING AND ASPHALT 'T'—TOP \ MILLING AND ASPHALT "T—TOP A \
CDCE OF T TOP CANNOT ~ 3 PAY LMIT ] = EDGE OF 'T'—TOP CANNOT « 6 PAY LIMIT > wideD ‘ W
FALL WITHIN THE WHEEL 2" MILLED FALL WITHIN THE WHEEL , , , ASPHALT
LINE OF THE TRAVEL LANE 0.5  2' TRENCH 0.5’ ASPHALT LINE OF THE TRAVEL LANE 1 4" TRENCH !
EXISTING EXISTING
ASPHALT ASPHALT
—— \TACK COAT N Aé\} 2 \ \TACK COAT
/ : \.k \‘ |
PAY LIMITS—X ;\
PAY LMITS —S ] , SEE PLAN VIEW SHEETS C1-C5 L
SEE PLAN VIEW SHEET D-3 - — 2" MIN. FLOW fILL S ~ 2" MIN. CLASS 6
WARNING TAPE Q. - ° )
S0 — 84" DEPTH OF BURY — 84" DEPTH OF BURY
WARNING TAPE ==~ L \/
14 GAcE UF BLUE— | 4 NATIVE SCREENED BACKFILL MATERIAL. 4 MINUS 14 CACE UF BLUE SoVo L 4’ NATIVE SCREENED BACKFILL MATERIAL, 4" MINUS
TRACER WIRE ~ COMPACTED TO 95% OF STANDARD TRACER WIRE | NN COMPACTED TO 95% OF STANDARD
N0 PROCTOR DENSITY (AASHTO T-99) PROCTOR DENSITY (AASHTO T-99)
1” WATER SERVICE —=] .\ : ]
WATER MAIN OR SEWER LINE —ILy.. N
% SEE NOTE ‘
: ) © )
* o Do O e e NATIVE SCREENED \_/. 2" MINUS NATIVE SCREENED
\/NA TIVE SOIL f \fNA TIVE SOIL
2" TRENCH PAY LIMIT
” 4’ TRENCH PAY LIMIT
1™ SERVICE LINE TRENCH WITH FAY LIMITS TYPICAL WATER MAIN AND SEWER LINE TRENCH
NOTE - NOTES :
REMOVE EXISTING ASPHALT TO A DEPTH EQUAL TO ' )
THE UNDISTURBED PAVEMENT FOR THE WIDTH OF TRENCH DETAIL FOR ALL WATER AND SEWER LINES, EXCEPT 1" SERVICE LINES
THE TRENCH. SAW-CUT, OR ROTOMILL AT THE
CONTRACTOR’S OPTION. REMOVE EXISTING ASPHALT TO A DEPTH EQUAL TO THE UNDISTURBED PAVEMENT FOR
THE WIDTH OF THE TRENCH. SAW-CUT, OR ROTOMILL AT THE CONTRACTOR’S OPTION.
CALL UTILITY NOTIFICATION —— N
CENTER OF COLORADO a N7 N REVSIONS DATE FLK, P.EN

811 EIT Gl Ly GEOTECH TOWN OF TELLURIDE o

CALL 2—BUSINESS DAYS IN ADVANCE

BEFORE YOU DIG, GRADE, OR EXCAVATE Civil, Structural & Geotechnical Engineers COLORADO AVENUE WATER MAIN REPLACEMENT PRO. NO. 06-528

DRAWING NUMBER
FOR THE MI\/AI\ERI\P/IQBNECI;? %ﬁ_lLllj_:_\llggRGROUND 222 So. Park Ave. Montrose, Colorado 81401
970-249-6828 Fax. No. 970-249-0945
www.buckhorngeo.com TYPICAL WATER SYSTEM DETAILS D _ 7
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2.

RESTRAINED JOINTS NOTES

THE LENGTHS OF RESTRAINED OR CONTINUOUS PIPE
CALLED OUT IN THE FOLLOWING TABLES ARE FOR
INSTALLATION OF MECHANICALLY RESTRAINED
FITTINGS AND ARE CALCULATED BASED ON THE
FOLLOWING PARAMETERS:

A PIPE MATERIAL IS DUCTILE IRON.

B. THE SOIL TYPE IS "SP” AS DEFINED BY THE
UNIFIED ~ SOIL CLASSIFICATIONS, ASTM
STANDARD D2487.

C.  THE TEST PRESSURE OF THE WATER SYSTEM IS
TWO HUNDRED POUNDS PER SQUARE INCH
(200PS)).

D. THE TRENCH IS TYPE 5, AS PER ANSI/AWWA
C150/A21.5, TRENCH CONDITIONS.

E. THE DEPTH OF COVER IS SEVEN FEET (7).
F. THE SAFETY FACTOR USED IS 2.0.

IF FIELD CONDITIONS VARYING SIGNIFICANTLY FROM
THESE PARAMETERS ARE ENCOUNTERED, THE
CONTRACTOR SHALL IMMEDIATELY ADVISE THE
ENGINEER. THE ENGINEER WILL ADVISE THE
CONTRACTOR OF THE REQUIRED LENGTH OF
RESTRAINED PIPE NECESSARY TO MEET THE
EXISTING CONDITIONS BASED ON THE RESTRAINT
TABLES.

THE FOLLOWING RESTRAINT TABLES WILL BE USED
UNLESS ALTERNATE TABLES ARE APPROVED BY THE
ENGINEER OR SHOWN ON THE APPROVED PLANS.

ALL THRUST RESTRAINTS SHALL

BE IN COMPLIANCE WITH SECTION 1406.

[ P P f |
S —— - R

RUN RUN

RESTRAINED

LENGTH (Lr)

| BRANCH
e,

TEES

THE MINIMUM ATTACHED LENGTH OF PIPE (P) TO EXTEND IN
EACH DIRECTION ALONG THE RUN OF THE TEE SHALL BE A

SOLID PIPE WITHOUT JOINTS, FITTINGS, ETC.

THE LENGTH OF

THE RESTRAINED BRANCH SHALL BE DERIVED FROM THE
FOLLOWING TABLE.

IF MULTIPLE FITTINGS OR VALVES ARE INVOLVED, THE
LONGEST RESTRAINT LENGTH GOVERNS.

VERTICAL BENDS
i VERTICAL BENDS ARE TO BE USED, ENGINEER SHALL BE
CONTACTED FOR RESTRAINED JOINT LENGTHS.

IF MULTIPLE FITTINGS OR VALVES ARE INVOLVED, THE
LONGEST RESTRAINT LENGTH GOVERNS.

HORIZONTAL BENDS

THE MINIMUM RESTRAINED LENGTH OF PIPE (LR) TO EXTEND IN

TEE SIZE
AND PIPE
MATERIAL

MINIMUM ATTACHED LENGTH OF PIPE (P)

BOTH DIRECTIONS FROM THE HORIZONTAL BEND SHALL BE

5

| &

| 10" |

122 | 1 ] e | 18

20 DERIVED FROM THE FOLLOWING TABLE.

LENGTH OF RESTRAINED BRANCH (Lr)

DUCTILE IRON PIPE

4x4

23

12

-

1

1

IF MULTIPLE FITTINGS OR VALVES ARE INVOLVED, THE

6x4

22’

LONGEST RESTRAINT LENGTH GOVERNS.

6x6

32’

21°

8x4

21

8x6

31

18’

8x8

42’

31’

PIPE
SIZE AND HORIZONTAL BENDS

10x4

21’

10x6

30’

14’

MATERIAL 137 7/4 22 1/2] 45" | 90°
o < , =

10x8

47’

28’

SN~~~ [=|=[=

BN BN N B BN BB
LT T T T T Y T Y

Y N N N BN TS NN N Y
N S R Y R R R R e

N R Y R A Y RN R R RS

N R Y R A Y RN R R RS
N R Y R A Y RN R R RS
N Y B BN B N N e Y Y
S IR IR ) (RS A IR ) B B

6" 14’

NwlwNwNwN N NN

10x10

50’

40’

D.LP.

8" 18’

CALL UTILITY NOTIFICATION
CENTER OF COLORADO

811

CALL 2—BUSINESS DAYS IN ADVANCE
BEFORE YOU DIG, GRADE, OR EXCAVATE
FOR THE MARKING OF UNDERGROUND
MEMBER UTILITIES

SR

SN N
R I

10" 22

TYPICAL RESTRAINED JOINT (MEGA LUGGED) DETAIL

SEE PLAN FOR LOCATIONS
OF RESTRAINED JOINT PIPING

/ WATERLINE

Lr

REDUCER MINIMUM e >
SIZE AND PIPE| RESTRAINED
MATERIAL LENGTH
g 6x4 17’
Q 8x4 30’
S| 86 18 O T\/[
S 70x4 47
ST 70x6 37 (
[ 1058 17
REDUCERS

THE MINIMUM LENGTH OF PIPE (LR) TO BE RESTRAINED ON THE
LARGE SIDE OF THE REDUCER SHALL BE DERIVED FROM THE
ABOVE TABLE.

IFF MULTIPLE FITTINGS OR VALVES ARE INVOLVED, THE LONGEST
RESTRAINT LENGTH GOVERNS.

DEAD END MINIMUM Lr
SIZE AND PIPE| RESTRAINED [
MATERIAL LENGTH
4 23
Q 6 32
q 8 42’
10 50° O
DEAD ENDS

THE MINIMUM LENGTH OF PIPE (LR) TO BE RESTRAINED ON A
DEAD END SHALL BE DERIVED FROM THE ABOVE TABLE.

CONCRETE BLOCKS MAY BE USED WITH PERMISSION OF THE
ENGINEER.

IF MULTIPLE FITTINGS OR VALVES ARE INVOLVED, THE LONGEST
RESTRAINT LENGTH GOVERNS.

&)

USE RESTRAINTS WHERE VERTICAL
THRUST IS POSSIBLE

BOND

-
7
BOND BREAKER /

BREAKER

==
BOND BREAKER —\/7 WATERLINE
A

——— — WATERLINE
—— — I\ JLLLE(f

THRUST BLOCK

90° BENDS

THRUST BLOCKJ \ UNDISTURBED SOIL
TEE OR PLUG OR DEAD END

\/—UND/S TURBED SOIL

THRUST BEARING AREAS (SQ FT)

THRUST BLOCK

CONCRETE THRUST BLOCK NOTES:

\ UNDISTURBED SOIL

VALVES

DEAD END NOTES:

TRAINED PER
APPROVED EQUAL

PIPE SIZE 4" 6" 8” 12"

PLUG/TEE,/DEAD END| 2.4 5.0 8.6 18.3 ALL FITTINGS SHALL BE RES

90° BEND 34 77 1271 259 DETAIL RJ, HEREON.

VALVE BLOCK 6 Cr. |14CF |24 CF | 48 CF. ALL DEAD ENDS, PLUGS, TEES, VALVES AND

DEAD ENDS SHALL CONSIST OF STAR PIPE
PRODUCTS COMPACT MJ PLUG OR CAP OR

BASED ON SOIL BEARING PRESSURE OF 1500 PSF AND

90° BENDS SHALL ALSO HAVE CONCRETE
THRUST BLOCKS PER THIS DETAIL.

DESIGN PRESSURE 200 PSI (135 PSI + 65 PSI SURGE)

TYPICAL CONCRETE THRUST BLOCK DETAILS

AT DEAD ENDS, WRAP FITTINGS WITH TAR

PAPER, FELT OR HEAVY KRAFT PAPER TO

PROVIDE BOND BREAK BETWEEN CONCRETE
AND FITTINGS FOR FUTURE EXTENSION

VALVE MINIMUM
SIZE AND PIPE | RESTRAINED
MATERIAL LENGTH

4 23’
[ 6 32
a8 47
10 50’

Lr

H
H
E
f

0

VALVES

THE MINIMUM LENGTH OF PIPE (LR) TO BE RESTRAINED ON A
VALVE SHALL BE DERIVED FROM THE ABOVE TABLE.

IF MULTIPLE FITTINGS OR VALVES ARE INVOLVED, THE
LONGEST RESTRAINT LENGTH GOVERNS.

IN A SITUATION WHERE A VALVE IS PLACED IN A RELATIVELY
LONG, STRAIGHT, AND UNOBSTRUCTED PIPELINE (200" EACH
SIDE OF THE VALVE OR MORE) RESTRAINT IS NOT REQUIRED.

\ f \ REVISIONS DATE DESIGNED ELK, PB
DRAWN PJl/BMB
[ 4[]\ GEOTECH TOWN OF TELLURIDE DATE 12,/5,/08
Civil, Structural & Geotechnical Engineers COLORADO AVENUE WATER MAIN REPLACEMENT G o
222 So. Park Ave. Montrose, Colorado 81401
9702436628 Fax. No.970.249-0045 JOINT RESTRAINT AND THRUST BLOCK DETAILS D-2
% \ J OF <> DWG&J




SERVICE LINE ON PROPERTY SIDE OF THE EXISTING SERVICE VALVE

METER IS THE OWNER'S| RESPONSIBILITY, TYP. TO REMAIN IFF LOCATED ON
PRIVATE PROPERTY, TYP.

PROPERTY LINE

SIDEWALK
L I
EXISTING SERVICE VALVE T
CONNECT TO EXISTING TO BE REMOVED OR | STREET SURFACE (PAVEMENT)
SERVICE LINE TO HOME ABANDONED, IF IN R.O.W. -
OR EASEMENT, TYP. NEW CURB STOP VALVE __/| |
NEW CURB IF OPTION "A” ||
STOP VALVE REMOVE & REPLACE | || L N
/\/S/DE WALK & C&G PROPERTY LINE \ L_/— EXISTING Cl,{R’? STO,{J "VALVE :
: r— ‘ ¢ ] IF OPTION "B” OR "C
| — |
SIDEWALK ! \JD I X ~—\ EXISTING SERVICE ~—\ EXISTING SERVICE ||
I I Al VALVE TO REMAIN VALVE TO REMAIN T T A T
| | CURB & GUTTER —
5 T_Top < S , Y Y CONNECT TO EXISTING ~__EXISTING COPPER SERVICE -y — = — = E%_ Qj_{{} CORPORATION STOP
47 TRENCH > >3 4,5 T;E/\/Tgﬁ =7 7 SERVICE LINE AT C&G LINE IN GOOD CONDITION T -
NEW COPPER F o ‘\ | g EXISTING COPPER EXISTING SERVICE LINE SEPUICE CLAUP
EXISTING GALVANIZED ~ SERVICE LINE - - a1 eRuC
SERVICE LINE l NEW COPPER | © 9 CONNECT TO EXISTING @
EXISTING WATER MAIN SERVICE LINE |5 T o | SERVICE LINE AT OLD
2" TRENCH NEW COPPER o WATER MAIN
(ABANDON) \ 3 7-TOP / l SERVICE LINE b N TOTAL REPLACEMENT (25%) ROAD REPLACEMENT (25%) TIE-IN (50%)
( . 3" T-TOP —= +— ¢ TO BE PERFORMED IF EXISTING TO BE PERFORMED IF EXISTING SERVICE 70 BE PERFORMED IF EXISTING SERVICE
f— 7 * . . SERVICE LINE IS GALVANIZED STEEL, LINE IS COPPER AND IN MARGINAL LINE IS COPPER AND IN GOOD CONDITION
r 2" TRENCH ! _| LEAD, OR MATERIAL OTHER THAN CONDITION. OWNER OR ENGINEER TO
NEW SERVICE SADDLE NEW SERVICE SADDLE 1} NEW SERVICE SADDLE COPPER. ASSESS.
Q / AND CORP. STOP VALVE _Ci / AND CORP. STOP VALVE T & / AND CORP. STOP VALVE
S
<=t
L
\ ‘.[!J f ‘.[!J 'ﬂf—fl T )\ —MAIN SERVICE TRENCH
NEW WATER MA/N"‘\/ + © / SEE SHEETS C—-1 THRU C-5 WA 7ER SERWCE CONNECNON
‘_ t | FOR PAY LIMITS SEE PLAN FOR LOCATION
L L ) NOT TO SCALE
TOTAL REPLACEMENT (25%) ROAD REPLACEMENT (25%) TIE-IN (50%)
7O BE PERFORMED IF EXISTING SERVICE LINE 70 BE PERFORMED IF EXISTING SERVICE 70 BE PERFORMED IF EXISTING SERVICE
IS GALVANIZED STEEL, LEAD, OR OTHER LINE IS COPPER AND IN MARGINAL LINE IS COPPER AND IN GOOD CONDITION
MATERIAL THAN COPPER. CONDITION. OWNER OR ENGINEER TO
ASSESS. INCLUDES:
INCLUDES: SERVICE SADDLE
SERVICE SADDLE INCLUDES: CORPORATION STOP VALVE
CORPORATION STOP VALVE SERVICE SADDLE 1" COPPER TUBING (10°)
1" COPPER TUBING (10°) CORPORATION STOP VALVE ADAPTER FITTINGS CONNECT EXIST.
CURB STOP VALVE 1” COPPER TUBING (10°) TRACER WIRE & WARNING TAPE TEE (SEE PLAN FOR SIZE)
ADAPTER FITTINGS CONNECT EXIST. ADAPTER FITTINGS CONNECT EXIST. 8" OR 10" DIP WATER LINE-
TRACER WIRE & WARNING TAPE TRACER WIRE & WARNING TAPE (SEE PLAN FOR SIZE)
C&G AND SIDEWALK CONCRETE REPLACEMENT O %
NO SCALE
NOTES 3
S
Alldrilling or tapping of any water mains, new or existing, shall be done only with equipment provided with active PDE 8” GATE VALVE
purging facilities as required by this specification. 2 (SEE PLAN FOR SIZE)
S
G
1. No “dry” drilling or tapping of watermains shall be permitted. Prior to any drilling, the main to be drilled shall have all >
entrapped air removed and water pressurized to 40 p.s.i. or normal operating system pressure, whichever is higher. %
REDUCER IF REQD
2. Drills and shell cutters shall be maintained sharp and of proper dimensions to minimize damage to the pipe and to
preserve the integrity of the remainder of the pipe wall. Drills and shell cutters shall produce clean, even entry cuts ADDITIONAL ELBOWS MAY
under normal drilling machine stresses or they shall be replaced as directed by the Engineer. Coupons shall be removed BE CALLED OUT ON
by the approved tapping method. PLANS FOR ALIGNMENT < MAKEUP PIPE
3. All pipe bedding and thrust blocking shall be in place and approved by the Engineer prior to the start of drilling. Thrust RESTRAINED JOINT COUPLING
. . . ) . |
and valve support blocking shall be in place for any tapping sleeve and valve and approved by the Engineer prior to the = i
start of drilling. = CSTING PIPE
) —>
D
;.E) Y
S
§)
O
<
2| WATER SUPPLY TO EXISTING WATER LINE
S
L"'V SEE PLAN FOR LOCATIONS & SIZING
Y
CALL UTILITY NOTIFICATION s NVa = —— T T )

CENTER OF COLORADO

811 ETT G LY GEOTECH TOWN OF TELLURIDE e
B%EQ\?ELLJJSE)TGE,S SGR[/)A/EYES, I(g\lR Agyél:\?AETE Civil, Structural & Geotechnical Engineers COLORADO A VENUE WA TER MA/N REPLA CEMEN T PROJ‘D':ZWING NU;):;J%

FOR THE MARKING OF UNDERGROUND 222 So. Park Ave. Montrose, Colorado 81401
MEMBER UTILITIES 970-249-6828 Fax. No. 970-249-0945 TYPICAL WATER CONNECTION DETAILS D 3
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RESTRAINED JOINT

WATER MAIN §

]
10N [O |2 M

PUSH—ON JOINT OR
REPAIR COUPLING
SEWER
& omn GRAVITY SEWER CROSSING
e (SEWER UNDER WATER MAIN)
RESTRAINED JOINT L 10° MIN. _j
SEWER MAIN WATER MAIN

IF WITHIN 10, WATER LINE MUST

O BE CONCRETE ENCASED OR SEWER
ENCLOSED IN A CASING PIPE 2" MIN. _Q‘/

WATER MAIN A

SEWER LINE CROSSING 10" M 10° .

_ ) - -

¢ SEWER 3 HORIZONTAL SEPARATION L T ~
PUSH-ON JONT 0R __—" i i 5 WATER MAIN Q

REPAIR COUPLING ComN. || 10 min \/
CONCRETE ENCASEMENT
GRAVITY SEWER CROSSING OR CASING PIPE

(SEWER ABOVE WATER MAIN) ST DETAL HEREON

SEWER LINE C/‘?O.S‘.S‘/NG‘Ok WATER MAIN
PLAN YIEWS SEWER LINE CROSSING

VERTICAL SEPARATION

PIPE CASING, SEE PLAN FOR LENGTH, SIZE, AND POSITIONING

TYP. SPACE 2° FROM { OF EACH PIPE JOINT
AND @ 5°-4" O0.C. FOR A TOTAL OF /
4 SPACERS PER 20° OF PIPE %

(J ¢

END SEAL, CCS PIPELINE
SYSTEMS MODEL ESC OR
2’0" 5'—4” 5'—4” 5_4” 20" APPROVED EQUAL, TYP. AT
- > > >l > > ENDS OF STEEL PIPE
|_>§?EC'T/COANS/NG #4 BARS @ 16" O.C.
vV /A VA V. /A VA VA VA VA vV /A S
% (g Y I
lo\ q o)
VA L VA X VA VA VA VA v/ /A VA 44 BARS @ 12 CONI—\
C900/RJ PVC RESTRAINED JOIN T——/R ( |_> \ /
PIPE, CERTAINTEED CORP. OR POLYETHYLENE CASING SPACERS, CCI 3! o
APPROVED EQUAL, TYP. PIPELINE SYSTEMS MODEL CSP, CENTER RESTRAINED, K

PIPE O.D. + 1—4"

J
CARRIER PIPE —/1 '

CASING PIPE - -
e 8" | pPE oD | 8

(TYP) B
PIPE 0.D. + 1'—4”

L),

>
-

WATERLINE POLYETHYLENE CASING SPACERS, CCI

PIPELINE SYSTEMS MODEL CSP, OR CONCRETE ENCASEMENT DETA/L

APPROVED EQUAL CENTER RESTRAINED
NOT TO SCALE

CASING SECTION

TYPICAL CASING SPACERS AND END SEALS DETAIL

SEE PLAN FOR PAY LIMITS OF CROSSINGS
AND LIMITS OF RESTRAINED JOINT PIPING

CALL UTILITY NOTIFICATION
CENTER OF COLORADO a N | I REVISIONS DATE PESIGNED ELK, P

811 EIT Gl Ly GEOTECH TOWN OF TELLURIDE o

CALL 2—BUSINESS DAYS IN ADVANCE

PROJ. NO. 08-328
FOR THE MARKING OF UNDERGROUND Civi, Structural & Geotechnical Engineers COLORADO AVENUE WATER MAIN REPLACEMENT ORAVING KNGS

MEMBER UTILITIES 222 So. Park Ave. Montrose, Colorado 81401

5702458828 Fax No. 570245.0%45 WATER AND SEWER CROSSING DETAILS D—4
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